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TECHNICAL DATA SHEET 

 
SMOOTH ACRYLIC PRIMER 

PRODUCT DISCRIPTION                             PC: 88110 DATE OF ISSUE: 2019.09.12  VERSION1                                                                                                     
 

PlasterTEX Smooth Acrylic Primer is a quick drying water-based Alkaline Resistant Primer for new and 

previously painted surfaces 

 

PRODUCT USES AND PROPERTIES                                                                               
 

• For interior and exterior use 

• May be used to prime cement, concrete, plaster, fibre cement, bricks, composite boards,  

• Excellent alkali resistant and adhesion. 

• Water based, ready to use, very low odour and quick drying  

 

APPLICATION 

 

Correct surface preparation is essential for good product performance and all surface should be 

prepared as per Good Building Practice.  

After correct surface preparation, stir thoroughly and apply 1 even coat of PlasterTEX Smooth Acrylic 

Primer to achieve complete obliteration of the surface. Porous surfaces may require a 2nd coat. 

Apply by brush, roller or spray at the specified spread rate. Allow to dry before over-coating with the 

finishing topcoat. 

 

TECHNICAL DATA                                                            
 

Binder type Acrylic co polymer 

DRYING TIME           

Surface dry 

 

1 hour at 23⁰ C and 50% humidity 

Hard dry 4 hours at 23⁰ C and 50% humidity 

Drying process Water evaporation followed by coalescence 

Over-coating 4 hours 

Viscosity 100 – 105 kµ [base dependant] 

Specific gravity 1,47 ± 0,05 kg/Lt[base dependant] 

NVC                           Mass 60% ± 3%[base dependant] 

Volume 41% ± 3%[base dependant] 

Sheen level MATT  

Coverage  5 – 7 m²/Lt  

Dependent on the condition and porosity of the substrate and the 

application method being used. 

Flash point N/A 

Application Temperature >5⁰ C < 35⁰ C 

Colour range White & Pastel colours 

Wash up Water 

Pack sizes 5Lt & 20 Lt 

Storage  

 

12 months unopened, store in cool dry conditions.  

Avoid excessive heat or cold. 
 

Cleaning type & disposal Remove as much product from the application equipment and wash 

with water directly after use. Do not allow wash water to enter 

sewerage drains, storm water drains or water courses. Ensure that all 

wash water is collected and disposed of according to your local 

authority’s waste regulations. Please recycle the container or 

responsibly dispose of it. 

 

Transport 

 

The product is non-hazardous in accordance to Transportation and 

Dangerous Goods Act 1996. 

 

http://www.plastertex.co.za/


                                                                            
 
 

 
www.plastertex.co.za                                                              Page 2 of 2                                                                  email:info@plastertex.co.za 
24 Fabriek St, Kuils River 7580                                    Tel: +27 (0) 21 903 3131                                                    PO BOX 131, Kuils River 7579 

 

TECHNICAL DATA SHEET 

 
SMOOTH ACRYLIC PRIMER 

Safety 

 

Non Flammable.  

Keep out of reach of children and animals. 

Ensure good ventilation during application. 

Always wear a suitable dusk mask and goggles when preparing 

surfaces, 

Avoid accidental contact with eyes, rinse immediately with plenty of 

water and seek medical advice. 

Avoid accidental contact with skin, wash immediately with soap and 

water. 

Harmful if swallowed, seek medical attention and do not induce 

vomiting. 

For detailed safety information refer to Material Safety Data sheet. 

 
 

GENERAL INFORMATION & PREVENTING PROBLEMS 

 

Different surfaces and environmental conditions require specific painting systems to produce the 

best possible results. Please contact us if you have any queries. 

NB: 

As per good building practises, prepare all surfaces properly and ensure that they are sound, dry 

and clean and free of all contaminants such as salt, dirt, dust, algae, fungi, grime, oils, loose and 

flaking paint etc. 

The New Cement plaster must be allowed to dry completely, one week drying time for every 5mm 

thickness. This time will be increased during cold or wet weather. Confirm moisture readings of less 

than 15% prior to application.  

Excessive application thickness and /or rapid drying could lead to mud cracking. 

 

Avoid applying under adverse weather conditions as this could result in poor product performance. 

 

Work from corner to corner or from a natural cut off point to another. 

 

Do not attempt touch ups, re do complete panels. 

 

Always keep a wet edge and avoid downing tools during the application process to prevent lap 

marks and variance in colour and texture. 

 

To ensure a consistent appearance the batch numbers must be the same.  
 

 

 

 

 

 

 

 

DISCLAIMER 
 

All information contained herein is given in good faith based on our experience and is meant as a 

guide to the client.  No guarantee is implied by these recommendations since conditions on site 

and application is beyond our control. PlasterTEX cannot be held liable if the product fails due to 

improper surface preparation or application. In the event of a proven product fault our liability will be 

limited to the replacement of the product only.  It is the user’s responsibility to confirm the currency of 

product data sheets. 
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